Adding the New Event Codes
into the
Sage ENDEC

1 Introduction

Note:  You must have at least ENDEC software version 5.88.  Do not attempt this upgrade if you have version 5.124, it already contains the event codes.

Who needs to use this procedure?


Use this procedure if:

1) You need the new events codes immediately, before the ROM upgrade is available, or

2) You don’t plan to purchase the ROM upgrade

Adding the new event codes requires:

1) An ENDEC

2) A computer with a serial port that can run DOS, or a Windows computer (any version) that can run a program in a DOS window.

3) A serial cable to connect your computer to the ENDEC.

Following the instructions below, you will download the current ENDEC settings, import the new event codes, then upload the new settings to the ENDEC.  Finally, you’ll reboot the ENDEC.

2 Field Event Upgrade Procedure

1) Use a "null modem" cable to connect your computer to the ENDEC. If you need to make one, connect RD to TD, TD to RD, and Gnd-Gnd. 

For a 9 pin to 9 pin cable 

2----------3,

3----------2,

5----------5

For a 9 pin to 25 pin cable

2----------3,

3----------2,

7----------7

2) Assign a Com port on the ENDEC to DOS. Use  menu. devices.(select port) DOS. If you need further assistance, see the device.port section of Chapter 11 in the ENDEC User’s Guide.  You can download a copy of the user’s guide from:
http://www.broadcast.harris.com/product_portfolio/prod_media/endecman.pdf
3) Decide which Com port you are going to use on your computer and connect your cable between it and the ENDEC port you assigned in the step above. 

4) Unzip the contents of dos1-4.zip into a new folder on your hard drive. 

5) Open a DOS window, and cd to the folder you unzipped to.

6) If you are using com 1, start the program by entering eprog.  If you are using com 2, start the program with  or eprog /c2 (for com 2) 

7) You’ll see a command menu.  Enter 3, download data from ENDEC.  Enter a file name to save the settings into, for example, “current.set”.  You’ll see a countdown of the number of bytes left to receive.  When the settings have been downloaded, you’ll see “done” and the command menu again.

8) Now edit this settings file.  Enter 5, edit data file.  Enter the same file name you used above.

9) Import the new event codes.  Press the <f5> key, import event/location.  Enter the file name to import from.  If you are an English only station, you can save settings space by importing only the English character strings.  Use new_ev_e.txt as the file name. If you also need the Spanish text, use new_ev_s.txt
10) Get a list of all the settings by pressing the <f7> key.  Enter a file name, e.g., list.lst.

11) Now save the new settings by pressing <f10> save and exit.  Enter a new file name to save the settings into – don’t overwrite the original downloaded file.  For example, use “new.set”

12) You’ll now see the command menu again.  Enter 1, upload to ENDEC.  Enter the file name of the updated file, in this example, “new.set”.  You’ll see a count of the bytes left to send.

13) When the upload is complete, you’ll see the command menu again.  Enter 4, reboot ENDEC.  The ENDEC will reboot.

You can view the contents of list.lst and see that the new events codes have been added, look for lines containing “New Event”.

If you originate alerts with your ENDEC, you’ll see the new events at the end of the event list.

Note: the new events will be displayed only if there is a filter that matches these events.  Filters are beyond the scope of this update document.  By default, the ENDEC ships with an “others” filter that will handle all events that aren’t specifically mentioned in any other filer.  The default action is “timed ignore”.  If you want some other action for a new event, you’ll need to build a new filter, or add the event to an existing filter.  If you have removed your “others” filter, you will not receive new events.

ENDEC PRO/ENDEC DJ

To originate the new events, you’ll need to also add them to ENDEC PRO and DJ’s list of events.  Assuming that you have not added any new events previously, you can simply use the new event.dat file provided with these instructions. Copy event.dat over the existing event.dat file in the \data folder of your installation.

You can also add the events by hand using the “Database” menu option, and select “Add event code..”.  Add the event codes from the following list:

	AVW
	Avalanche Warning                                         

	AVA
	Avalanche Watch                                                 

	CAE
	Child Abduction Emergency                            

	CDW
	Civil Danger Warning                                    

	CFA
	Coastal Flood Watch                                  

	CFW
	Coastal Flood Warning                          

	DSW
	Dust Storm Warning                                     

	EQW
	Earthquake Warning                                         

	FRW
	Fire Warning                                                    

	HMW
	Hazardous Materials Warning                      

	LEW
	Law Enforcement Warning                           

	LAE
	Local Area Emergency                                     

	NMN
	Network Message Notification           

	NUW
	Nuclear Power Plant Warning                          

	RHW
	Radiological Hazard Warning                       

	SPW
	Shelter in Place Warning                            

	SMW
	Special Marine Warning                                   

	TOE
	911 Telephone Outage Emergency                     

	TRA
	Tropical Storm Watch                                     

	TRW
	Tropical Storm Warning                              

	VOW
	Volcano Warning


Contact Harris Studio Support for additional help.

